
“the easiest  way to 

clean , healthy water ” 

Microlene Carbon Purifiers 
 

Many water supplies contain chlorine and dissolved aluminium. Research has shown that both 

carcinogenic chlorination by-products and exposure to aluminium in drinking water may cause 

significant and ongoing health problems. Many water supplies are also carried by pipes 

containing asbestos.  

 
Granular activated carbon (GAC) removes a wide range of undesirable substances from drinking 
water. 
 
Microlene carbon purifiers reduce chlorine, colour, sulphur, pesticides, herbicides, rust, algae, 

bad odours, asbestos, and also filter cysts such as giardia and cryptosporidium, but retain all the 

beneficial minerals and trace elements in your drinking water.   

 
As well as the carbon purification media each module contains medical quality polypropylene 

filter discs - a 10 micron pre-filter and 2 stage post filtration – 5 microns then 1 micron for cyst 

protection. The carbon used in the purifier modules is a high quality grade of bacteriostatic 

carbon which remains acceptably hygienic. 

 
Two models are offered – one for town water and one for rural water. The town water models 

include additional KDF media for aluminium and lead reduction. This model should only be used 

for town water; not rural rain tank, bore, or surface water supplies. Modules are easily replaced 

when required using push fit fittings. 
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Technical Drawing  

Specifications  

Purified water at the flick 
of a tap 

 

        

Application Model Nominal 
Life (Litres) 

Maximum flow  
(L/min) 

Media 

Town UBPC2HK1P 30,000 4 KDF/GAC 

Rural UBPC1H1P 10,000 4 GAC 

       

Operating Parameters  
·  Minimum operating pressure: 140kPa 
·  Maximum operating pressure: 690kPa 
Warnings 
·  A pressure reducing valve should be installed if wa ter pressure exceeds 690kPa 
·  A water hammer arrestor should be installed if wate r hammer prevails 

FAILURE TO OBSERVE ABOVE WARNINGS WILL VOID WARRANT Y 

Standard under -bench installation  


